FIRE ALARM DEVICES SELECTION SCHEME
HOLDING DOCUMENTS ISSUED BY CNBOP-PIB
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COOPERATING PRODUCTS:

PIP-1AN/0,375A

PIP-1AN/0,375A

PIP-1AN/0,375A

PIP-1AN/0,375A
PIP-3AN/0,75A

PIP-1AN/0,375A
PIP-3AN/0,75A

PIP-1AN/0,375A
PIP-3AN/0,75A

PIP-3AN/0,75A

SG-Pgw3

PIP-3AN/0,75A

SAOZ-Pk2

PIP-3AN/0,75A

SGO-Pgz3

PIP-3AN/1,25A

0Z-40-2 0Z-40-2 0Z-40-2 0Z-50-3 0Z-50-2 0Z-50-3 0Z-40-2 0Z-40-2
OM-1 OM-1 OM-1 OM-1 OM-2 OM-1 OM-1 OM-1
WSD-1 WSD-1 WSD-1 WSD-1 WSD-1 WSD-1 WSD-1 WSD-1 WSD-1
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light and sound for

safety

IMPORTANT TECHNI

L PARAMETERS COMPARATIO

SA-K5
sounder

SA-K6
sounder

SA-K7
sounder

SA-P8
sounder

SAO-P8
sounder with

VAD

SO-P8
VAD

SG-Pgw3
voice sounder

SGO-Pgw
voice sounder
with VAD

SAOZ-Pk2
sounder with
VAD

SGO-Pgz3
voice sounder
with VAD

. ... Workin
Varieti Comply with Supply voltage LU Sound level Sound patterns FIrIEE N Syasile e tem ergture Device type
rieti . :
areties Py pply 9 consumption P degree IP code function b yp
range
a a TypeA
- EN 54-3 16-32,5V DC <50 mA >100 dB 4 1P33 no 10°C + 55°C Rl
; EN 54-3 16-32,5 V DC <50 mA 5100 dB 4 IP21C no 10°C + 55°C 8’1‘323)
TypeA
s EN 54-3 16-32,5V DC <50 mA >100 dB 4 1P21C no -10°C + 55°C indoor)
SA-P8/C TvoeA
prige EN 543 16-32,5V DC <40 mA >100 dB 16 o yes 10°C + 55°C A
SAO-P8/CC
SAO-P8/CB EN 543 oeA
SAO-P8/CM - § P33 ee - e ype
EAVCR o EN 2493 16-32,5V DC <94 mA >100 dB 16 Kos yes 10°C + 55°C Rl
SAO-PS/BB
SAO-P8/BM
SO-P8/CC
SO-P8/CB P54 Type B
SO-P8/CM : B i i or - 70 ype
o ey EN 54-23 16-32,5V DC <30 mA Ko7 yes 25°C + 70°C e
SO-P8/BB
SO-P8/BM
. EN 54-3 20-32,5V DC <220 mA >90 dB 18 IP31C yes -10°C + 55°C IfpRA
(indoor)
SGO-PgwWA
SGO-PgwB EN 54-3 oC = 55° peR
R EN 493 20-32,5V DC <300 mA >90 dB 18 IP31C yes 10°C + 55°C i
SGO-PgwB/éb
SAOZ-Pk2
SAOZ-Pk2/¢b Em 2233 20-32,5V DC <100 mA >110 dB 4 IP33C yes -25°C + 70°C g&zgor)
SAOZ-Pk2/ébcz
SGO-Pgz3
SGO-Pgz3/éb Y 522 20-32,5V DC <1100 mA 100 dB 18 IP33C yes -25°C = 70°C e
)’ EN 54-23 (outdoor)
SGO-Pgz3/ébcz

* applies default settings
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